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: Model: BioUSB-SCO03
Integrated Security System
‘\‘v.‘v | 4 Application:
‘ B Office building access control & time and
attendance,
- Identification Check System
Enterprise or factories attendance, salary, personnel
management,
B Attendance management in schools and
) N dormitories,
-, N Library management,
B Part-time or temporary workers and other
BioUSB-SC03 personnel management.
Specification:
Features: ® CPU: 400MHz DSP
® USB Interface, easy to use. e Interface/Socket: USB
. . . . e  Sensor: Semi-conductor
® Compatible with Kadio & FPC3000 series. e Voltage: USB, 5VDC
® Dustproof, waterproof features, suitable for any e  Operating Current: <200mA
installation site, e Standby Current: <150mA
®  Fast response, anti-interference, low power e  Working Temperature: -20°C to 65°C
. - e  Working Humidity: 0--95%
consumption and good stability, e Dimension: 55mm L x83mm W x 13mm
® \WDT watchdog, having a power-on self-test e  Weight: 1509
function,
®  Fast fingerprint matching speed
Multithreaded code designed to take advantage of
multi-core CPU,
®  Semi-conductor fingerprint sensor, anti-fake
® The worlds leading fingerprint algorithm,
refusing false fingerprints,
®  Production under 1ISO: 9001 standard system, high

quality
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